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The drawing appearing on this page is not a warranty, 

and may be subject to change or modification without any prior notice.

Category 6A UTP 32AWG Patch Cable

Description Part Numbers

Category 6A 32AWG Mini Patch Cable UTP-A-C6G-E1VP-M 32AWGX004P/##

Part Numbers

Application

Technical Details

Item Unit Information

Construction

Conductor

- Construction

- Material

Insulation

- Material

- Diameter(Nom.)

- Thickness(Nom.)

- Color

Jacket

- Material

- Diameter(Nom.)

- Color

AWG

-

-

mm

mm

-

-

-

mm

-

32AWG (7/0.08)

Bare Copper

HDPE

0.5

0.17

BL/WH&BL, OR/WH&OR, GN/WH&GN, BR/WH&BR

PVC

2.8

According to customer request

* ## : Jacket color

Orange/White 
& Orange

Green/White 
& Green

Blue/White
& Blue

Brown/White
& Brown

PVC Jacket

 Communication Patching between Equipment 

 4/16 Mbps Token Ring (IEEE 802.5)

 10/100/1000/10G BASE-T (IEEE 802.3)

 ANSI/TIA-568-C.2 Category 6A Channel Performance 

(Tested as a patch cord component of 10m below   

manufactured by this cord cable)

 100Mbps TP-PMD

 ISDN, ADSL 


